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How Frigi-Tech Works
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Treatment Times
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TYPICAL BEARING WEAR

This is a photograph of a worn bearing magnetized a 1000 times



CONDITIONED BEARING
AFTER Frigi-Tech

This is the same bearing showing how Frigi-Tech
conditioned the metal surfaces. This demonstrates how

Frigi-Tech will reduce noise and vibration as well as
reduce friction.



FIG 4: BRAKING FORCE (Ibs)
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ASTM FALEX
LUBRICITY
TEST

This is the first slide of three test performed ira laboratory. This test
represents the breaking force. We applied pressure tee at what point
the lubrication broke down and caused the motor to Idc up.




BEARING WEAR (INCHES)
ASTM FALEX LUBRICITY TEST
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In this test we are applying the same amount of pressure with the
same amount of time to measure the bearing wear in inches.

This is where we have the ability to say that we should double the
remaining life of the compressor at the time Frigi-Tech is
Installed.



FIG 7: ASTM ROTATING BOMB
TEST
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What this slide represents is the #1 enemy to an HVAC&Rystem, moisture.
Moisture creates oxidation creating hydrochloric and hydrdlouric acid. You
can see when Frigi-Tech was introduced we show 3 timd® oxidation and
corrosion protection over the standard refrigerant oil. This won’t save you on
energy but will save you on maintenance issues.



DO WE VOID MANUFACTURER'S
WARRANTY ?

FRIGI-TECH MEETS AND THEN EXCEEDS

After the introduction of Frigi-Tech there
was al,500% improvementin the mixture
lubricating ability. The modified Falex test
was used to determine lubricity.Frigi-Tech
exceeded the 582 pound limits of the test.



SYNTHETIC COMPARISON
P.O.E. Oil VS. Frigi-Tech P.O.E. Blend

EMKARATE RL FRIGI-TECH
TYPICAL DATA ASTM TEST 58H —POE
VISCOSITY cSt/100 D 445-88 63.0-73.0 66.9
VISCOSITY cSt/212 D 445 8.80-9.80 9.6
VISCOSITY INDEX D 2270 ? 124
POUR POINT F D97 -20 -40
FLASH POINT F D 92 170 518
ANILINE POINT F D611 2 N/R
DIELECTRIC STRENGTH KV D877 ? 39
COPPER STRIP CORROSION D 130 1 1
SEALED CHAMBER
DISCOLORATION D 1500 (1.0) CLEAR (0) CLEAR
CHLORIDES PPM D 808 <5 <5
FALEX MODIFIED WEAR R e pae 1 ca oo

TEST

APPLIED




WHY USE SUNISO 3GSAS A
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SYSTEM COMPATABILITY

Frigi-Tech Is compatible
with any hermetically or
semi-hermetically sealed
system regardless of
tonnage size and
refrigerant.



REFRIGERANT
COMPATIBILITY
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MAJOR BENEFITS
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ADDITIONAL BENEFITS
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SUMMARY



Contact Information

8359 PRAIRIE WIND
HOUSTON, TEXAS 77040
713-896-6889

www.frigi-tech.com
or
www.frigitech.com







